
HANDLING

SHELF LIFE

LLIQUITOP 2CP is a two-component aliphatic
polyurethane resin for treatment, decoration,
and protection of surfaces and areas in
contact with chlorinated waters, even
underwater for that is particularly suitable for
the lining of pools, lakes or aquatic areas.

12 months at temperatures between 5° C and 35° C,
provided it is stored in a dry place.

USES

PACKAGING

Approx. total consumption
150~250 g/m²

(depending on final
scope)

Tack free time at 23ºC 3 ~ 4 hours

Recoat time at 23ºC 4~48 hours

Application method

By brush, roller or
“airless” equipment, 

always thin coats
application

PRODUCT NUMBER

Safety recommendations for handling LIQUITHIX.

Respiratory Protection: When handling or spraying
use an air-purifying respirator.
Skin protection: Use rubber gloves, remove
immediately after contamination. Wear clean 
body-covering. Wash thoroughly with soap and
water after work and before eating, 
drinking or smoking.

Eye / Face: Wear safety goggles to prevent splashing
and exposure to particles in the air.
Waste generation should be avoided or minimized.
Incinerate under controlled conditions in accordance
with local laws and national regulations.

Always consult the material and safety data sheet of
the product (MSDS), or contact our technical 
department.

PRODUCT DATASHEET

Type A Waterproofing

PUDLO
LIQUITOP 2CP

Swimming pools, aquariums, ponds with
chlorinated water, on porous or nonporous
surfaces.
•Pedestrian floor areas, in contact with
chlorinated water. 
Protection of LIQUIFLEX PRO polyurethane
membrane. Flat or sloped roofs, terraces, and
balconies.

www.pudlo.com | technical@pudlo.com | 01480 756888

Unit 1 Alington Road, StNeots, Cambridgeshire PE19 6YHV1-Mar 2025

APPLICATION METHOD

Add LIQUITOP in the proportion needed
(maximum 0.6 litre per 15 kg of LIQUIFLEX-
PRO®) to the drum of the LIQUIFLEX-PRO®
membrane.
The mixing ratio is relative to the job site
situation. Keep mixing until a homogeneous
product is achieved. Apply the mixture using
a short haired roller.
If the temperature is lower than 5 degrees,
heat before mixing.

0.6 litre bottles

4165/0110


