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PRODUCT DATA SHEETS 

TYPE A GAS & WATERPROOFING 

PUDLO 
Liquid GB 
PUDLO Liquid GB is a styrene, butadiene, 

latex-based liquid system. 

PUDLO Liquid GB prevents gas penetration 

for radon, carbon dioxide, methane, air and 

moisture into buildings. 

USES 

• PUDLO Liquid GB is used for the sealing of pile
heads, prior to concrete slabs being cast across the
top

• PUDLO Liquid GB is a barrier to moisture and can
be used as a DPM on both floors and walls

APPLICATION & INSTALLATION 

Refer to PUDLO GP Ultra + installation manual 

STORAGE & SHELF LIFE 

• Store tubs in dry conditions between 50C and 300C.
• Product has a 12-month shelf life

PRODUCT DIMENSIONS, COVERAGE & PACKAGING 

A minimum dry-coated thickness of 1mm is needed to 
provide an adequate gas barrier 

To achieve 1.0mm thickness, a total of 2kg/m2 is 
required. 

One 15kg tub will cover an area of 7.5m2

15kg tubs – 33 tubs per pallet. 

BENEFITS 

• Easy to apply
• Provides an effective gas and moisture vapour

barrier
• Packaged in 15kg tubs
• Roll, brush or spray applied
• Complies with the latest codes of practice by

BRE211, CIRIA 748 and BS8485:2015+A1:2019
• Complies with NHBC’s Traffic Light Guidance

(green, amber, red) for below ground gases

ANCILLARY PRODUCTS 

• PUDLO GP Ultra Range (all membranes)
• PUDLO GB Membrane Range

HEALTH & SAFETY 

Appropriate care must be taken when manual 
handling the product. After use, please ensure all tools 
are clean. 

Please use suitable PPE when applying PUDLO Liquid 
GB to avoid irritation to the eyes, skin. 

FIRE 

Please refer to PUDLO Liquid GB MSDS for more 
information 

FURTHER INFORMATION 

For further information on accessories that are used 
with PUDLO Liquid GB please contact: 
technical@pudlo.com. 
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TECHNICAL DATA 

PHYSICAL PROPERTIES 

 

Characteristics Test method Unit PUDLO GP Ultra + 

Applied thickness - mm >1.0 

Form supplied - - Viscous liquid 

Pack size - - 15kg 

Colour - - Pink / purple 

Chemical composition - mm Advances SBS with specialty additives 

 

PHYSICAL PROPERTIES 

 

Characteristics Test method Unit PUDLO GP Ultra + 

Water tightness EN 1296, EN 1367, EN 
1928 

- PASS 

Methane permeability BS EN ISO 15106-1 ml/m2/day/atm <40 

Radon permeability Saarland University 
GER mm >1.0mm applied thick-ness provides a 

complete barrier to Radon 

 

PRODUCT NUMBER 

4750/0020 
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