PRODUCT DATASHEET

PUDLO TOUGHSHEET
300 DPM

Description

PUDLO Toughsheet 300 DPM is a high-
performance 300 micron (1200 gauge) low-
density polyethylene (LDPE) damp proof
membrane designed to protect buildings
against moisture from the ground.

Manufactured to a consistently high quality,
PUDLO Toughsheet 300 DPM is suitable for
use beneath ground-supported and
suspended concrete floors where hydrostatic
pressure is not present.

Features & Benefits Storage & Handling

Store rolls:
¢ Fully compliant with EN 13967

¢ Suitable for ground-supported and e Under cover
suspended floors ¢ On their original pallet or stored upright
o Excellent water vapour resistance ¢ Protected from direct sunlight and
¢ High tear and puncture resistance prolonged UV exposure
e Flexible and easy to install ¢ In their original packaging until required
e Compatible with underfloor heating
systems Avoid damage during transport and handling.

Protect the membrane from puncture by sharp
objects.

¢ Long service life equivalent to the life of
the building when correctly installed
¢ Available in large 4m wide rolls to
e Usable Temperature Range
minimise joint . .
Installation should not normally be carried out

when ambient temperatures are below 5°C.
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PRODUCT DATASHEET

TYPE A WATERPROOFING

Preparation

The substrate should be:

Smooth

Clean

Free from debris

Free from sharp projections

Where required, install over suitable sand or concrete blinding to minimise the risk of puncture.

Installation

Lay the membrane loosely over the prepared substrate.
Adjacent sheets should:

¢ Overlap by a minimum of 150mm
¢ Be bonded using PUDLO EPS Double Sided Tape (30mm x 30m)
¢ Be sealed using PUDLO EPS Lap Tape (100mm X 50m)

Where sheets cannot be kept dry during installation, a double welt joint may be used in
accordance with recommendations.

The membrane must be linked continuously with the damp proof course (DPC) around the building
perimeter.

Seal all service penetrations using appropriate PUDLO detailing products including PUDLO Self
Seal where required.

Cover the membrane as soon as practical after installation and avoid damage from reinforcement,
site traffic or following trades.

Additional Information
PUDLO Toughsheet 300 DPM is intended for applications where protection against moisture from
the ground is required.

The membrane is not intended for situations where hydrostatic water pressure is present. The
membrane has not been tested for protection against Radon Gas, please contact us for alternative
product solutions. For below ground waterproofing applications, please contact PUDLO Technical
Services for advice on the appropriate waterproofing system.
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TYPE A WATERPROOFING

Technical Data

Product PUDLO Toughsheet 300 DPM
Material Low Density Polyethylene (LDPE)
Thickness 300 micron
Roll Width 4m
Roll Length 25m
Colour Black/Blue
Standard EN 13967

Product Number
4165/0038

Furthur Information

For further information on PUDLO Toughsheet 300 DPM please contact our Technical team on
01480 756888 or technical@pudlo.com.
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